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SPECIFICATIONS

DIMENSIONS

SAFETY INSTRUCTIONS

ST8-DPM

Since the stability of a microphone stand depends 
largely on its design, we also offer a more reliable and 
predictable option of mounting two STING 8 speakers 
on a standard 35 mm stand using the ST8-DPM 
adapter, which can tilt forward by 20°. This allows the 
speakers to be mounted individually on pole stands 
and on a stand above the subwoofer.

Functions pole adapter

Tilt angle 0° to +20°

Dimensions (W x H x D) 340 x 170 x 242 mm / 
13,39” x 6,69” x 9,52”

Weight 2,9 kg / 6,39 lbs

1. Entrust mounting equipment to the experienced professionals follow-
ing current safety instructions. Improperly installed equipment can result in 
property damage, personal injury and/or liability to the installing contractor.

2. Always use safety cables to prevent equipment from falling during setup 
or while exploitation.

3. Carefully check the mounting surface of the wall. Make sure wall material 
can hold the weight of the speaker with the mounting added.

4. Make sure to securely fix all the mounting bolts. Loose bolts may become 
unscrewed with time due to vibration and create safety hazard.

Pole adapter for two STING 8

340
13,39

17
0

6,
69

24
2

9,
52

9 0,34

85
3,35

 5
° 

 10° 
 15° 

 20° 

36
1,42

4
0

1,5
6

85
3,35

9 0,35

Jumper

328
12,92

2
0

,0
8


