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FLY-R-PM

FLY-R-PM is a pole mount bracket with frame for FLY-R62, 
and FLY-R68. 

SPECIFICATIONS

DIMENSIONS

Functions pole mount bracket

Compatibility FLY-R62, FLY-R68

Tilt angle 8° - 24°

Maximum number of FLY

2 × FLY-R8B subwoofers + 1 × FLY-R62 
or FLY-R68 top modules 
(on M20 speaker pole)
2 × FLY-R62 or FLY-R68 top modules 
(on M20 tripod stand)

Load limit 60 kg / 132 lbs

Dimensions 468 x 368 x 369 mm / 
18.43” x 14.49” x 14.54”

Weight 6.84 kg / 15.08 lbs

SAFETY INSTRUCTIONS
1. Entrust mounting equipment to the experienced professionals follow-

ing current safety instructions. Improperly installed equipment can result in 
property damage, personal injury and/or liability to the installing contractor.

2. Always use safety cables to prevent equipment from falling during setup 
or while exploitation.

3. Carefully check the mounting surface of the wall. Make sure wall material 
can hold the weight of the speaker with the mounting added.

4. Make sure to securely fix all the mounting bolts. Loose bolts may become 
unscrewed with time due to vibration and create safety hazard.

Pole mount bracket with Frame
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M20 speaker pole (not included)
It is 50 cm long — will be optimal for the 
configuration of 2 × FLY-R8B subwoofers 
+ 1 × FLY-R62 or FLY-R68 top modules. 
If 1 × FLY-R8B subwoofer + 1 × FLY-R62 or 
FLY-R68 top modules, then it is worth using 
a telescopic pole.

ACCESSORIES

M20 tripod stand (not included)
The optimal for the configuration of 2 × 
FLY-R62 or FLY-R68 top modules. 


