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SPECIFICATIONSDIMENSIONS

FLY-R Series is a passive fixed-curvature line array system designed 
for small concert venues, theaters, and clubs where compact form 
factor, accuracy, and controlled performance are required. Based on 
advanced neodymium technology, the series delivers an industry-
leading balance of compact size, high power handling, and sonic 
clarity. A comprehensive range of mounting accessories provides 
exceptional deployment flexibility, supporting ground-stacked, 
flown, and pole-mounted configurations. Flying options are 
available for both top modules and ubwoofers, including combined 
flown configurations.

The subwoofer FLY-R8B is an advanced low-frequency module 
engineered for superior directional control and massive output. 
Featuring a unique six-driver configuration, it utilizes four 8-inch 
front-firing woofers and two 8-inch rear-firing drivers to achieve an 
exceptional level of rear cancellation of at least -16 dB. This cardioid 
behavior significantly reduces unwanted low-frequency energy 
behind the cabinet, ensuring a cleaner stage and more focused 
sound in the audience area.

Frequency response (-10dB) 45 - 200 Hz

Max SPL 127 dB

Sensitivity half space (1W/1m) 97 dB

LF Driver
4 × 8”, 2.5” VC + 2 × 8”, 2.5” VC 
(rear)

Impedance 4 Ohm + 8 Ohm (rear)

Nominal power 1 000 W + 500 W (rear)

Rear cancellation no less than -16 dB ref to front

Connector 2 × SpeakON connectors

Dimensions (W × H × D)
500 × 596 × 746 mm / 
19.69” × 23.44” × 29.37”

Net weight 59 kg

Shipping weight 64 kg

Mounting
M20 distance pole adapters,
Integrated flying hardware

Enclosure materials Plywood; wear-resistant paint

Speaker protection
Steel grill, acoustically trans-
parent 
backing

Color Black
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Passive cardioid subwoofer

FLY-R8B

ACCESSORIES

FLY-R-GS
Ground stack Frame

FLY-R-Bump
Flying frame

SAFETY INSTRUCTIONS
1. Do not expose the loudspeaker to liquids. Liquid entering the enclosure may damage 

the drivers and the cabinet. Do not install or store the loudspeaker in damp or unheated 
spaces, as sustained humidity can degrade the enclosure over time. Do not install the 
loudspeaker near open flames or heating elements.

2. Do not operate the loudspeaker with a damaged speakON connector or speaker 
cable. This presents a risk of electric shock and fire.

3. Make sure the loudspeaker is securely mounted to the ceiling, wall, or other supporting 
structure.

4. When installing the loudspeaker on a sloped or slippery surface, secure it against 
movement caused by vibration.

5. This loudspeaker is capable of producing sound pressure levels that can cause 
permanent hearing damage. Limit exposure in accordance with local occupational noise 
regulations.

6. When the loudspeaker is suspended or mounted overhead, use the safety mounting 
point with an appropriately rated secondary attachment. Overhead installation must be 
carried out by qualified personnel.

CONNECTIONS

Connection:

Signal + / - 
4 Ohm (front speakers) + 1 / - 1

Signal + / - 
8 Ohm (rear speakers) + 2 / - 2

High pass filter:

Frequency, no less than 40 Hz or higher, 18 dB/oct

Recommended amplifier 
power:

1 000 - 2 000 W on nominal impedance

500 - 1 000 W (rear) on nominal impe-
dance

Use Hi-pass filter to prevent speaker damage and distorted sound by 
eliminating low non-audible frequencies in input signal.

Do not exceed input powers, abovementioned in specifications, while 
exploiting the speaker system. 
Speaker system comes with SpeakON screw terminals for connection to 

amplifier.


